
Electronics Corp.
Manufacturer & Exporter

Hi Resolution up to 520 TV Lines.

Compact size.

Built - in microphone

Backlight compensation.

High Quality Picrture.

High Performance.

Outstanding Quality!

Competitive Price!

Feature

E-mail:mscctv@ms9.hinet.net
Web site: http://www.misumi.com.tw
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Manufacturer & Exporter

MISUMI TEL:886-2-22266303
FAX:886-2-22225620
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Unit : mm (   0.5)

CCD COLOR CAMERA

Specification

Ordering Information

80 mA

NTSC & PAL

768 x 494 (NTSC) / 752 x 582 ( PAL)

ST-101

70

125

16

18

1/4" Color CCD Headset OSD Camera

0.2 LUX / F1.2

DC 5~12V (Standard)

-30 to 60 Degree C

-10 to 45 Degree C

1/50-1/100,000 Sec.

(NTSC )- 15.734kHz , (PAL)- 15.625kHz

(NTSC) - 60Hz , (PAL) - 50Hz

Image sensor

0.45

520 TV Lines

more than 48dB

Shutter Speed

Horizontal sync frequency

Resolution(TV Lines)

S/N Ratio

Model

Video system

Number of  effective pixels

Video output 1Vp-p , 75ohm composite

3.7mm / F 2.0

Vertical sync frequency

Minimum illumination

Power current

Power source

Working temperature

Storage temperature

Built in - Lens

20-16000Hz,S/N more than 58dB (Optional)Audio output

Camera consumption ST-101

MP-415E

ST-101

Camera Adjust

MP-415E + ST101 = MP-101

Enlarge

Female 

1 2

3 4

Interface for Female Plug

1. VIDEO 2. DC 5~12V

3. GND 4. AUDIO
  (Optional)

Male

1. VIDEO 2. DC 5~12V

3. GND 4. AUDIO
  (Optional)

Male Plug Form  Camera

12

34

Hi Resolution CCD Headset Camera

Camera ID , Image Privacy area , Motion detection , 
Shutter speed , BLC , AGC , White BAL , H Mirror , 
Negative Image , RGB Adjust , Gamma ...

OSD Function

OSD Function:
up to down 45°

left to right 180°



Electronics Corp.
Manufacturer & Exporter

Hi Resolution up to 400 TV Lines.

Compact size.

Built - in microphone

Backlight compensation.

High Quality Picrture.

High Performance.

Outstanding Quality!

Competitive Price!

Feature

E-mail:mscctv@ms9.hinet.net
Web site: http://www.misumi.com.tw
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Unit : mm (   0.5)

CCIQ II COLOR CAMERA

Specification

Ordering Information
50 mA

NTSC & PAL

648 x 488 (NTSC & PAL)

ST-3501

26.4

125

11.3

15.5
10.3

1/4" Color CCIQ II  Headset  Camera

0.1 LUX / F1.2

DC 5~12V (Standard)

-30 to 60 Degree C

-10 to 45 Degree C

(NTSC )- 15.734kHz , (PAL)- 15.625kHz

(NTSC) - 60Hz , (PAL) - 50Hz

Image sensor

0.45

400 TV Lines

more than 50dB

Image transfer rate

Horizontal sync frequency

Resolution(TV Lines)

S/N Ratio

Model

Video system

Number of  effective pixels

Video output 1Vp-p , 75ohm composite

Vertical sync frequency

Minimum illumination

Power current

Power source

Working temperature

Storage temperature

3.9mm / F 2.8Built in - Lens

Camera consumption

ST-3501

left to right 180°

ST-3501

up to down 45°

Camera Adjust

Hi Resolution CCIQ II Headset Camera
MP-415E + ST3501 = MP-3501

Enlarge

Female 

1 2

3 4

Interface for Female Plug

1. VIDEO 2. DC 5~12V

3. GND 4. AUDIO
  (Optional)

Male

1. VIDEO 2. DC 5~12V

3. GND 4. AUDIO
  (Optional)

Male Plug Form  Camera

12

34

20-16000Hz,S/N more than 58dB (Optional)Audio output

MP-415E

60 field/sec (NTSC) , 50 field/sec (PAL)


